Recessed Roller Placement Details -

Minimum Cavity Size for 5" Roller

INSIDE WIDTH OF CAVITY
6.500

re—  3.250

PRODUCT LIMITATION
SIZE LIMITATION FOR THE 5 INCH ROLLER IS:

= 3250 ————sf=———— 3250 —= 25 FEET (Wide) x 16 FEET (High/Pull Length)

ROLLER MOUNTING BRACKET
2" x 7" x0.250" x 3.250"W ~
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IMPORTANT NOTE(S):

5.000 1. THE DIMENSIONS GIVEN FOR THE CAVITY ARE THE MINIMUM
THAT CAN BE ALLOWED.

2. UNDER "NO" CIRCUMSTANCES ARE THE INTERIOR DIMENSIONS
OF THE CAVITY TO BE MADE SMALLER.

3. THE CAVITY DIMENSIONS SHOWN ARE FOR USE WITH A 1.25" OR
A 4.00" BOTTOM SEAL. IF A 6.00" BOTTOM SEAL USED OR IF THE
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ENTRANCE INTO THE CAVITY IS ROUGH INCREASE CAVITY
WIDTH BY 1/2".

INSIDE HEIGHT OF CAVITY
10.000
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AND RECESSED SIDE TRACK

3.000

TRACK
PROFILE

INSIDE FACE OF RECESSED CAVITY

MOTOR BRACKET

o

INSIDE HEIGHT OF CAVITY i
10.000" @=§C‘;
el \5" ROLLER ASSEMBLY

T CT oo D TRACT RSN Y

6.300

RELATIONSHIP OF U-CHANNEL

NOTE:
BACK EDGE (FACE) OF
U-CHANNEL IN

EDGE (FACE) OF
MOUNTING BRACKET

U-CHANNEL

LINE WITH BACK 1 -

)\~

RELATIONSHIP OF THE
SIDE TRACK U-CHANNEL

TO MOTOR BRACKET IN A MINIMUM
RECESSED CAVITY C/W 5" ROLLER

All dimensions are given in inches.
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TO THE 5" MOTOR MOUNTING BRACKET
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